
IMPORTANT: ACCESS TO THE MAIN STORAGE AREA CAN ONLY BE DONE WHILST TENT IS 
PACKED AWAY WITH ANNEX AND ANNEX POLES SECURED UNDER THE COVER. IT IS 
IMPORTANT TO KEEP THAT WEIGHT ON THE TRAILER FOR CORRECT OPERATION OF THE GAS 
STRUTS. ACCESS TO THE STORAGE AFTER SETUP CAN BE DONE VIA THE REAR TAILGATE, 
AND THROUGH HATCHES LOCATED UNDER THE MATTRESS. DAMAGE TO THE CAMPER 
TRAILER THROUGH INCORRECT OPERATION WILL RESULT IN THE LOSS OF SECURITY BOND. 
 
Tent unfolds on drivers’ side of the trailer. Ensure that your site has sufficient space (approx. 3m of tent 
space required on ground) and a reasonably level area, which is clear of any rocks and sticks where the 
tent will unfold. 

Apply the trailer hand brake (located on drawbar) and adjust 
the jockey wheel at the front to get the trailer level. Once level, 
wind down the stabiliser legs located at the rear of the trailer 
(handle located in the rear passenger side compartment). 

	

Undo buckles along both sides of the protective cover. 

	

Separate Velcro to expose the zipper along all sides of the 
tent with the exception of the front length (directly behind 
forward cupboard) 

Gently undo zipper starting at rear of van and continuing 
approx. 10-20cm in from each of the front corners. Do not 
unzip the protective cover completely so that the cover can be 
rolled back and stored behind the forward cupboard.  

Tent setup instructions 



Undo straps securing the canvas and allow these to rest in the 
channels on all sides of the camper. 

	

Unfold the first layer of the tent that covers the side of the 
camper trailer and allow this to hang. Do not peg anything out 
at this stage.	

Slide the next section of the tent off the camper trailer and you 
will feel the end support poles within the canvas.   

	

Once able to feel the poles through the canvas unfold the tent 
using the edge of the trailer as the pivot point.  These poles 
are attached to the main frame and should be tilted up to 
allow the tent to concertina open. The poles will fall naturally 
in the direction they are to be adjusted in, and will expose the 
door area enough for your to be able to enter the tent. 
 
If wanting to use the annex, please refer to the 
annex setup instructions at this point and 
ensure poles and annex roof are connected 
prior to extending main tent 

	Step inside the tent and find the poles marked with red stickers to the rear of the bed area.  Push poles 
out until canvas is taught, but not too tight, and secure thumbscrew.  It is important not to have the 
canvas too tight or too loose or it may be difficult to peg out and also attach annex if required.  All poles 
can be tightened slightly at a later stage if required once pegged out. 
 
Find the poles with the green stickers and again lengthen the poles until canvas is taught and secure 
with the thumbscrews.  
 
Find the poles marked with blue stickers and lengthen the poles, securing them with the thumbscrews. 
 
  
 
  
  
	
 

	



Locate the poles with yellow stickers that are in front/under the 
mattress and clip these onto the yellow poles located towards 
the front of the tent (opposite end from the bed).  Ensure the 
foot of the poles is placed into the pocket on the floor of the 
tent and that the thumbscrews are facing into the tent (so as 
to not rub the canvas).  Lengthen these poles until canvas is 
taught and secure with the thumbscrews.   
	

Lengthen the red/green striped poles and secure with the thumbscrews. 

	Once you are happy with the tent check there is not too much stretch across any parts of the canvas, in 
particular the doorways. Check that the zippers for the doorways can open and close freely without 
undue tension on the canvas. 
 
Both plastic sand pegs and metal pegs are located in the rear passenger side cupboard. Use these to 
peg out around the base of the tent. If particularly windy, use the guy ropes, attach to the front end of the 
tent and peg out.  
 



When wishing to use the annex in your setup, please make 
sure that the main tent is folded off the trailer, but with the 
internal poles not yet extended. This will enable you to reach 
the anchor points for the annex poles and secure the zip and 
Velcro of the annex to the main tent structure. 
 
The starting point for the following instructions is from the rear 
passenger side corner of the camper trailer.  
 
When attaching poles always ensure that the 
thumbscrews are facing away from the canvas. 
 
 

Annex is best to be set up by two or more people if possible. 
  
Included in the annex 
1 Annex roof 
2 end walls 
1 front wall 
4 hook poles 
2 green upright poles 
1 red upright pole 
1 yellow upright pole 
1 green and red bracing pole 
1 red and yellow bracing pole 
1 yellow and green bracing pole 
2 blue upright poles  
3 blue bracing poles  

 

Once the poles are in place, ensure the thumbscrews are loose and the poles rested against the side of 
the main tent. 
 
Attach the annex roof via a zip, which runs the entire length of the tent. Once fully zipped up ensure the 
Velcro flap is secure along the entire length. 

Annex setup instructions 

Carefully insert the 4 poles with hooks at one end through the 
4 sleeve locations along the edge of the main tent.  
 
 
 
 
 
 
 
 
 
The hook of the poles needs to attach to the metal loop (this 
can be felt by hand from the outside of the tent) 



Starting with the hook pole at the passenger side corner of the camper trailer (No.1), attach to the green 
upright pole (No.5). Tension and tighten the first hook pole thumbscrew but do not tighten the 
thumbscrew on the upright just yet. Work your way around the annex following the numbering and 
colouring diagram below. 

Once this is completed, complete the setup of the main tent to the correct heights and tensions as per 
the main tent setup instructions. 
When the main tent is at the correct tension and height, adjust the annex uprights and peg out with guy 
ropes as required. 
The annex walls attached to the roof via a zip and Velcro. If the wall panels are in one piece, separate 
them into the 3 sections before attempting to attach. 
Locate the correct ends and attach with the zipper and the Velcro for the walls you wish to attach. 
Ensure that you support the walls ahead of the zip so there is no undue strain placed on the zip 
mechanism. 
The Annex floor can be laid out and attached to annex walls and the main tent via Velcro also. 
Should you wish to fully enclose the annex area, there is a skirt which loops over the tailgate of the trailer 
and also attaches via Velcro to the main tent. The tailgate should be fed gently through the opening on 
the skirt. 
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Secure clips into holes 
along upright poles if 
the walls are not going 
to be used 



Guy ropes, tent pegs and sand pegs are located in the front storage compartment along with a mallet 
 
There is a switch at the end of the kitchen on the tailgate that operate the 12V water pump. The tap is 
operated by lifting the tap upwards.  
 
We recommend that you DO NOT drink the water from within the camper trailer. Use this water for 
washing up and cleaning only. 
 
Attach the waste pipe to the base of the sink prior to using. Ensure you place a bucket on the floor under 
sink to catch waste water. 
 
The LED Light within the main tent section can be powered via the 12V outlet located at the rear of the 
trailer. Feed the wire through the zipped section nearest the trailer to gain access to the 12V outlet. 
Ensure this is disconnected prior to packing up tent. 
 
We have provided a 15A extension lead and 4 way power adaptor. We recommend that if you are at a 
powered site and you are operating a fridge, that you run your fridge from mains power.  
 
The solar panels are for use to charge and keep the camper trailer batteries topped up only. The panels 
can plug directly into the Anderson plug located at the front of the camper trailer. The solar panels have a 
long lead to enable positioning to maximise their efficiency. 
 
(The battery provided in the lightweight trailer is only 24A, this is sufficient to power the LED lights within 
the tent and also the 12V water pump. If you wish to power a fridge, this is best done via a 240V hook-up 
 
Kitchen utensils etc have been provided for your convenience. Please be courteous to the next hirers 
and ensure these are left clean and notify us of any breakages. 
 
There are 12V outlets located at the rear of the trailer. 
 
A dustpan and brush is also in the camper trailer for use during your holiday and also to remove excess 
sand etc from the internal tent prior to pack up. 
 
Ensure that you apply the handbrake when pitched up, and that the handbrake is disengaged and the 
jockey wheel is up prior to departure. 
 
Check all trailer lights are operating and electric brakes are functioning before every journey. 
 
If the camper has been packed away wet/damp, please notify us upon your return.  
 
When packing the tent down, ensure that all thumbscrews are left loose and the main tent doors 
are left unzipped. 

General setup instructions 


